
Castle Hill / Bath Road Active Travel Scheme - Scheme Update and Light 
Segregation 

The outline scheme for Bath Road/Castle Hill includes major improvements 
stretching from Berkeley Avenue, along the Bath Road to Castle Hill, then running 
over the IDR to Castle Street. It proposes reallocation of road space from general 
traffic to create segregated lanes for cyclists to and from the town centre. 

These improvements will include the Bath Road / Castle Hill roundabout across the 
busy IDR junction and into and out of the town centre, alongside enhancements to 
facilities for pedestrians. 

The Council has been allocated funding from Active Travel England to deliver this 
scheme. We are proposing to work in two phases starting at the eastern end in the 
town centre and progressing west along the scheme as far as Downshire Square in 
phase 1. Phase 2 is from Downshire Square to Southcote Lane, including the 
Berkeley Avenue junction and railway crossing. The delivery of Phase 1 will be 
prioritised with Phase 2 delivered subject to budget remaining or award of 
additional funding. 

What do we mean by ‘Light Segregation methods? 

The Council has previously delivered its Active Travel scheme on the Shinfield Road 
with a ‘stepped’ cycle track approach. This involves installing a new kerb between 
the cycle track and the main carriageway and another kerb between the cycle 
track and the footway. This involved a lot of civils and digging works making it both 
time consuming and expensive. 

Light segregation methods involve the installation of pre-cast dividing feature to 
deter vehicles from entering a mandatory cycle lane. 

The dividing feature may be a low-level moulded hump (mini orca or armadillos) or 
a thin pole used to separate the lanes. Splitter islands at the beginning and interim 
locations along a route section can also provide further protection to cycle lanes. 

There are many advantages to light segregation. It is cheaper to install which 
means that the Council can install more if for further of the scheme. It is quicker 
to install and there is also more flexibility enabling the segregation to pause where 
there insufficient space or other factors such as side roads or access requirements 
for driveways or bus stops. 

The installation of light segregation also requires less work to adapt the drainage 
and reduces the risk of pooling of water that a stepped cycle track has. 

Reading Borough Council has previously installed light segregation at the cycle 
scheme on Sidmouth Street and there are also examples of segregation at various 
locations in Green Park. 



Please see some examples below of light segregation measures: 

 

 

 

 


